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PENDANT
NORTHERN FROST TUBULAR

Encased in our standard Northern Frost material for the outer “frosted” diffuser shade, it creates the look of light captured 
by crystals.

Due to the slight opacity of the frosted outer material, printing is not a standard option for the Northern Frost Collection, but 
you can choose from more than 45 laminated fabric colours for the inner shade. Please note that diameter measurements 
are based on the outer shade dimension and height is based on overall fixture dimension. Material and Diffuser options refer 
to the inner shade only. Standard inner diffuser is opal.

Northern Frost Drum Northern Frost Quattro

HPC3 Welds HPC Solo

Tubular Pendant HPC Pendant

HPC3 Straight HPC3 Curved Bends

+ MORE

Laminated Fabric

CUSTOM 
RAL

Metal

Northern Frost

AVAILABLE FINISH OPTIONS   

RELATED PRODUCT
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PENDANT
NORTHERN FROST TUBULAR

16-6801
Norhtern 
Frost
Tubular
Pendant

Fixture
16-6801

18D 18” (12” inside shade D)
22D 22” (16” inside shade D)
24D 24” (18” inside shade D)

Diameter

ADDL
FCDL

RDDL
ACT Remote Driver
Flush Ceiling

Remote Driver

Height

CUSH

40H 40”

Custom
height

28H 28” HTO

ACM WCF
BCF
ACF
RAL 

Opal

Aircraft Cable * White
Black
Brushed Aluminum
Custom

Diffuser

Mounting Stem/Canopy Finish

RAL North America; 
Consult factory

STM 

WPC 
BPC

White
Black

Power Cable 
Finish

Stem Mount

* Remote with 
escutcheons contact 
factory for maximum 
cable lengths

HTO

Standard length 120”

Standard length 48”

Length is field adjustable. 

CUSM Custom
Consult factory

CP

LF _____Laminated Fabric Finish Name

Shade Finish Category Shade Finish Selection*

* See following pages for examples/
names of all Laminated Fabric finishes
** Part of Barbican’s Artisan Collection

* Please visit barbican.ca/resources 
to view finishes or choose from the 
laminated materials lightbox in the 
drum product builder on our website.

** If choosing FF for Fabric Free 
for Shades Finish Category, no 
selection is required here.

Custom Printing
Consult factory

Color Temperature

2700K
3000K
3500K
4000K

2700K
3000K
3500K
4000K

CUSK Custom CT*

3000FS Full Spectrum 3000K

3500FS Full Spectrum 3500K

White Sources

UNV 120/277 Volts

Voltage

Consult factory for 
other voltages

UNV

FF Fabric Free

Delivered Output

Maximum Output varies by diameter

Delivered output varies by shade finish choice.
Consult factory for details on specific options. 

 

90CRI 90+ CRI

Color Rendering
90CRI

Full Spectrum:
Min 95+ CRI
Min R1-R15 90+
Rf 95
Rg 105

9 WO 9W/Linear Foot
18 WO 18W/Linear Foot

CUSWO Custom Output*

CUSDL Custom Driver

SSDL Surface Circular Side Entry
SCDL Surface Circular Canopy

Driver Location

Dimming Driver

Consult factory for availability of other driver 
options (including POE and Camera Safe)

S010V10
S010V01

EDALI01
LECO01

Standard 0-10V, 10%
Standard 0-10V, 1%,
(dim to off)
DALI control, 0.1%
Lutron Ecosystem, 1% SOFTB, 
(Soft-on, Fade-to-Black)

CUSDD Other Driver Options

White Sources Static

SPECIFICATION (1/2)
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PENDANT
NORTHERN FROST TUBULAR

•	 Drivers:  All drivers are mounted in the canopy.  Standard drivers include 0-10V 10% 
dimming 120/277V with Power Factor of >.9. Barbican works with most Control and 
Driver manufacturers including POE and can easily modify the driver housings for 
special control gear.  Fixtures over 96W may require more than one driver per fixture.

•	 Emergency fixtures are supplied with leads and KO for UL924 relays (by others).  
Battery back up will usually only drive one or two of the cores in larger fixtures to 
maintain the 90 minute requirement.  Maximum distance driver to fixture 15 feet.

•	 Labels:  ETL US and Canada, CE Europe and Middle East (Dry, Damp indoor use only)

•	 Finish: Polyester Powder Coated standard, Hand Brushed Aluminum

•	 Lumen Maintenance:  Reported L90 > 10,000hrs, Calculated > 60,000hrs (TM-21)

•	 Warranty: 5 years limited at 25 Celsius.  Contact Barbican for additional information.

LED System
•	 LED Circuitry is applied to minimum 0.0625” thick aluminum modules for 

excellent heat management.  Modules are removeable for maintenance and are 
90% recycleable.

•	 LEDs are 90+CRI, 3 SDCM.

Construction
•	 Side Diffuser:  Wet Laminated PETG (polyethylene terephthalate glycol-modified); 

which is a variant of PET used in water bottles everywhere.  Designed to be 
used in environments where high levels of disinfectant products are used.  It is 
also has a much higher impact resistance than Acrylic.  

•	 Barbican uses a proprietary diffusion formula PETG which in conjunction 
with the LED system provides excellent efficiencies of up to 95 lumens per 
watt at 3000K 90+ CRI.  

•	 Metal construction to be aluminum minimum 0.0625” thickness. Fasteners are to 
be stainless steel.

•	 Cable grippers are nickel plated solid brass and stainless steel.  Cables are 1/16” 
stainless steel.

•	 Canopies and driver housings are minimum 0.0625” aluminum.  

•	 Barbican’s Drum fixtures comes standard with the shade and light engine fully 
enclosed to protect from ingress of dirt, dust and other site conditions.

Mounting
•	 Power cables are low voltage from the canopy drivers.

LABELS

ETL/CE
Listed

Dry/Damp
Rated

Years
5

5-Year
Warranty

Power Over 
Ethernet

Full 
Spectrum

RGBW
Color Tuning

Tunable 
WhiteWashable

WRITTEN SPECIFICATIONS
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PENDANT
NORTHERN FROST TUBULAR

backlitunlit

#1386
almond

#1237
chocolate

#1268
natural

#1154
nugget

#1323
oatmeal

#33
white

#1239
burlapgarnet

#1073
chestnut

#1075
henna

#1216
soft yellow

#221
gold

#353
lemon

#447
coral rose

#1063
scarlet

#159
cider

#1265
orange pop

1049
peony pink

#1225
petal

#216
sweetpea

#900
chartreuse

#1301
grape

#134
thistle

#123
hyacinth

#1003
orchid

#1016
plum

#1173
seagreen

#127
emerald

#317
grass

#109
rainforest

#164
moss

#1009
surf

#1373
teal

#34
black

#1541
royal

#901
smoke

#32
cobalt

#1376
ocean

#277
sky

#405
bluebonnet

LAMINATED FABRIC Colour Samples
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PENDANT
NORTHERN FROST TUBULAR

APPLICATIONS
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PENDANT
NORTHERN FROST TUBULAR

APPLICATIONS
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PENDANT
NORTHERN FROST TUBULAR

AIRCRAFT CABLE

POWER CORD STEM

DIAMETER

HEIGHT

6" 6"

HEIGHT

INSIDE DIAMETER EQUALS DIAMETER MINUS 6"

Line Drawing

SPECIFICATION DETAILS
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PENDANT
NORTHERN FROST TUBULAR

Surface Canopy 
(SCDL)

Driver configuration may 
vary based on order

8.5”

Aircraft Cable Stem

SPECIFICATION DETAILS (cont.)
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canada: 479 central avenue | fort erie, ontario | L2A 3T9
usa: 266 elmwood avenue, unit 386 | buffalo, new york| 14222

www.barbican.ca | 800 663 5781 | info@barbican.ca

PRODUCT CODE:

sales@barbican.ca
Remote Location
PSB

PRODUCT NAME:
CONTACT:

Power Supply Box Isometric

canada: 479 central avenue | fort erie, ontario | L2A 3T9
usa: 266 elmwood avenue, unit 386 | buffalo, new york| 14222

www.barbican.ca | 800 663 5781 | info@barbican.ca

PRODUCT CODE:

sales@barbican.ca
Remote Location
PSB

PRODUCT NAME:
CONTACT:

TO FIXTURESREMOTE BOX

SOLID CEILING

CEILING
TO REMOTE BOX

14"

26"

1.7"

SS AIRCRAFT
CABLE

POWER
CABLE

DECK

KNOCKOUT
ON BOTH SIDES

CEILING
TO REMOTE BOX

SS AIRCRAFT
CABLE

POWER
CABLE

MAX 6 DRIVERS CLASS 2

POWER
CABLE

Solid Ceiling Power Supply Box Mounting Side View

Ceiling Finishing Plate Power Supply Box Dimensions

Acoustic Ceiling Power Supply Box Mounting Side View

SS AIRCRAFT
CABLE

2"

Remote Driver 
(RDDL)

White Power Cord Black Power Cord

SPECIFICATION DETAILS (cont.)
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canada: 479 central avenue | fort erie, ontario | L2A 3T9
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PRODUCT CODE:

sales@barbican.ca
Above Ceiling Location
ACL

PRODUCT NAME:
CONTACT:

Above Ceiling Location Mounting Isometric

canada: 479 central avenue | fort erie, ontario | L2A 3T9
usa: 266 elmwood avenue, unit 386 | buffalo, new york| 14222

www.barbican.ca | 800 663 5781 | info@barbican.ca

PRODUCT CODE:

sales@barbican.ca
Above Ceiling Location
ACL

PRODUCT NAME:
CONTACT:

CEILING

SITS ON T-BAR
EXTRUSION

16"

5.5"

2.6"

SS AIRCRAFT
CABLE

POWER
CABLE

DECK

24" MAX (ADJUSTABLE)

ACOUSTIC
PANEL

Above Ceiling Location  Mounting Top View

Ceiling Finishing PlateAbove Ceiling Location Mounting Side View

POWER
CABLE

SS AIRCRAFT
CABLE

2"

Driver Housing

ACT Remote 
Driver (ADDL)

SPECIFICATION DETAILS (cont.)
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PRODUCT CODE:

sales@barbican.ca
Flush Ceiling Location
FCL

PRODUCT NAME:
CONTACT:

5"

SS AIRCRAFT
CABLE

POWER
CABLE

CEILING

4.2"

13.5"

11"

CEILING

Flush Ceiling Location Mounting Bottom View

Flush Ceiling Location Mounting Side View

White Power Cord Black Power Cord

Flush Ceiling Canopy 
(FCDL)

SPECIFICATION DETAILS (cont.)
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